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PROJECTION 


B.M. TYPE #50 MARQUEE 






Roof panel available in .040" Aluminum 
or .025" Aluminum according to live load¬ 
ing required. Also 26-gage and 24-gage 
Armco Zincgrip Paintgrip Steel painted 
or unpainted. 
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Projections to 10 foot available as shown. 
Over 10 foot to 12 foot available with 
heavier framing and panels running 
transversely in 10 foot maximum sections. 
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cantilevered mounting bracket 



B.M. TYPE #50 MARQUEE CANTILEVERED 



SECTION B-B 

B.M. SUN-CORNICE 
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walk way covers 
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specifications and general information 


Shown on left is detail of walk 
way cover as on schools when 
width is over 11 feet. When 
width is 11 feet or less the same 
detail as marquee is used ex¬ 
cept upright posts are placed 
under facia at 10 foot intervals. 
Note that up to 11 feet roof 
panels are perpendicular to 
walk way; over 11 feet panels 
are parallel to walk way. More 
details available on specific in¬ 
stallations. 


WATER DRAINAGE: You will note that on all 
items except the Eyebrow there is a front gutter 
and a back gutter. For front or back drainage the 
canopy is tilted to front or back. For front drainage 
outspouts are furnished every 20 feet and at corners. 
For back drainage down spouts must be used every 
30 feet maxi mum . 

SPECIFICATIONS: BM Aluminum Marquees use 
materials as required by local building codes. For 
northern areas of snow loading: roof panels of .040" 
aluminum; facing of .094" extruded aluminum. 
Overhead rods and projection braces set on centers 
depending on loading required. Maximum loading 
60 pounds per sq. ft. 8 ft. projection; 50 lbs. per sq. 
ft. 10 ft. projection. For southern installations 
where 25 lbs. per sq. ft. maximum required roof 
load, optional usage is .025" aluminum and facing 
.051" aluminum. Hanging brackets spaced as 
required. 

Since BM aluminum marquees are designed for 
economy as well as functional use and beauty, 
structural members will vary according to projec¬ 
tion and building codes. Calculations furnished 
for each installation on request. 


FINISH: is to be caustic etched and alumilited or 
treated with alodine 1200 and enameled. 

All ferrous fasteners galvanized or cadmium plated. 

AVAILABILITY: BM factory trained dealers are lo¬ 
cated in every major city of the United States. 
Factory supervision available on any installation. 
Dealers are factory trained for quality installation. 

ENGINEERING: Full time engineers and draftsmen 
available for calculations and special installations. 

ADVANTAGES: BM marquees give maximum 
utility and beauty with low cost because of unusual 
design of roof panel. 

COST: The installed cost of BM marquees will 
vary according to loading required, projection and 
facia. The 50 and 60 lb. per square foot loading 
marquee will install for about $3.00 per square foot 
on an eight foot projection. The 25 lb. per square 
foot loading marquee will install for about $2.00 per 
square foot on an eight foot projection. 


B & M CORPORATION 

P« O. Box 6 Houma Louisiana 

Manufacturers of Awnings, Canopies, Store Fronts, Metal Buildings 
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